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PMMA Opal
NUDEC PMMA 385 Opal Diffuser is 
an extruded acrylic opal white sheet 
specially developed for backlighting 
applications with LEDs.

It has been created to meet the requirements of 
today´s advertising sign industry and is also suitable 
for many other lighting applications. This product offers 
and intense and bright opal white color in daylight and 
incident light (when combined with LEDs), minimizing 
LED hot spots thanks to their excellent light diffusion.

APPLICATIONS

• Backlit panels
• Light boxes and lighting luminaires
• Signage and glowing letters
• Covers for lights and skylights
• Furniture and P. O. S. displays
• Interior and store design
• Tradeshow booths

PROPERTIES

The typical of NUDEC PMMA, as well as the following 
special features:

• Optimum light diffusion
• Intense brightness and whiteness
• Excellent weather stability
• It can be bonded, lasered and edge polished

TECHNICAL DATA

PRODUCT RANGE

• Color: Ref. 385 Opal
• Size: 3.050 x 2.050 mm
• Thickness: 2, 3, 4 and 5 mm

NUDEC PMMA Opal is a special product to be manufactured under 
request. Please contact us for further information about minimum 
order quantity, thicknesses or sizes.

STANDARD UNIT VALUE

ASTM D-1003 % 34Light transmission

ASTM D-1003 <6Clarity

OPTICAL

º C
THERMAL

85Max. service temperature

DIN 5036-3 58Half-power angle º

The stated light transmission corresponds with 3 mm thick sheets.

Light distribution as simulated in reference luminaire (ldt file available upon request).


